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This 24ô trailer was custom designed, built and equipped to provide spray-foam and spray-elastomer 
coatings for the oil patch all year around in northern Canada, it was commissioned and started work in 
February 2008.  It is over built for most day to day spraying jobs, and has three different heating systems 
built into it: two 220VAC forced air heaters that run off shore power (when available); three heat exchange 
heaters running from the genset radiators hot water (when generator is running), and two diesel heaters ï 
one to heat the gensetôs engine block and the other to forced air heat the trailer (running off the trailerôs 
diesel tank and twin deep cycle house batteries).  The trailer is equipped with two high pressure, high 
temperature Glascraft Super Maxi spray machines capable of spraying foams or elastomer coatings.  

Each machine has 100ô 
heated hoses and P2 guns.  
Utilities include transfer 
switch, shore power feed 
point, 40 Kw genset, 10 HP 
40 CFM compressor, 60 
CFM air dryer, exterior 
flood lights, interior 12VDC 
and 110VAC lighting, two 7 
drawer Craftsman tool 
boxes, work bench, and all 
required hand tools and 
equipment.  The interior 
has been repainted and the 
floor surfaced with non-slip 
decking.  This unit shows 
as near new, and is a 
turnkey business ready to 
go, all you need is the truck 
to tow it and we will even 
provide a heavy-duty load 
equalization receiver hitch. 
 
Please note: the phone 
number and web site 
listed on the trailer have 
been shut down and 
contact cannot be made 
by those coordinates. 
Please call Rheis Asbury 
by phone  763-383-8386. 
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Glas-Craft Super-Maxi X 2 Units 
 
Each machine is pedestal mounted on individual rolling 
stands with brackets that are secured into the trailer with 
drop pins.  Removing two pins allows each machine to be 
wheeled out of the trailer and located wherever required 
with the supplied air extension hoses and electrical 
extension cables.  Output 18 lb/min x 3000 PSI (50 amp, 
single phase x 208-240 VAC, 15-20 CFM).  The A (ISO) 
& B (Poly) legs of both machines have new seals 
installed (parts kits #21845-00). Control consol panels 
and rolling stands are freshly painted and new decals 
placed.  New A & B pressure gauges installed on both 
machines. 
 
 
 
Included with each machine: 

 Air purge Probler P2 gun (both completely rebuilt with all 
new seals) 

 Auto high temperature and over pressure monitoring of A 
& B at machine console 

 Auto high temperature system for hoses 

 6000 watt primary heater (digital controls for A & B) 

 100ô insulated heated hoses (digital control) (Note: hoses 
can be extended to 250ô max.) 

 12ò whip hoses 

 Hi Flow supply filters (A & B) with spare set of 60 mesh 
and spare set 100 mesh filters 

 IPM 2:1 Material transfer pumps (A & B) 

 Pre-filters installed for foam machine transfer pumps 

 Leg retractor switch to ñparkò machine when not shooting 
(stops pumps in down position) 

 Resettable stroke counter, for monitoring material usage 
(battery powered) 

 All hoses and fittings are color coded for A & B using 
international standards  

 Spare parts kits for each machine and gun set (one kit set 
up for foam, the other kit for elastomer  (see ñSpare Parts 
Kits Inventoriesò section below for details) 

 
 
 
 
The P2 guns have been completely rebuilt, and have all new O-ring seals and filters throughout ï they 
look and function as brand new.  Each machine and gun set has a 00, 01 and 02 block, and three round 
tips for each block size.  The elastomer kit also has 4 types of flat spray tips, and the foam kit has one flat 
spray tip.  Each kit contains service and spare parts for the P2 guns and the Super-Maxi machines.  Also 
provided are two sets of socket drivers for gun service and assorted dental picks, drill bits, cleaning 
brushes, and solvent containers for cleaning parts.  Each machine is color coded A&B, the port side 
machine (usually used for foam is yellow/blue, and the starboard side machine is red/green and usually 
used for elastomer ï although the machines are mechanically identical and either will shoot foam or 
elastomer.  A ½ hp Baldor drum mixer is provided for agitating pigmented elastomer ï a digital timer is 
located on the starboard wall to control the mixer. 
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   Port side Super-Maxi         Pedestal Mounted           Back view (color coded) 

 
Starboard Side Super-Maxi        100ô heated hose each machine    Probler P2 Guns 

 
 
 
 
There are four brand new IPM pumps, model IP-02 supplied with the 
trailer.  There are also two 20 mesh pre-filters that attach onto the transfer 
pumps for the starboard side machine for foam.  Also provided are four 
750 watt thermostatically controlled belt type drum heaters, and four 1500 
watt thermostatically controlled belt type drum heaters. 
 

1500 W Thermostatically 
Controlled Belt Heaters 

IP-02 Pumps 

Trailer 
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Trailer 

 Trailer make is Wells Cargo 

 24ô Bumper pull trailer with equalization hitch 

 Dual 5000 lb axles 

 Electric brakes 

 Full size fold down ramp style rear door 

 Rear door wire mesh cage can be locked for security while running rig 

 Locking hose and cable doors on both sides of trailer at the rear (in hose lockers) 

 Locking door for shore power connection service 

 Right front side access man-door with pull out step and 12 VDC light at entrance 

 Fully insulated walls and roof, anti-skid flooring 

 Machine room / generator power louver ventilation 

 Plywood interior walls and ceiling painted white 

 Locking exterior fuel cap for internal diesel tank 

 2  5/16ò load equalization receiver hitch and bars 

           Rear wire mesh gate 
            opened and closed 

 
      
 Hose door (outside view)                          Hose door (inside view) 

        Locker door (open)                                      Locker door (closed)                    Fuel cap/shore power/louvers 
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Shop Area 

 Two Craftsman tool chests 7 draws each 

 Work bench with pipe vice, wall tool rack and 
compressed air outlet 

 Custom built diesel fuel tank installed under work 
bench at front of trailer (75 Gal. / 265 Liters) 

 Large and small white boards on port wall.  Note 
rolling cart in lower photo stores under work 
bench for travel 

 CD/AM/FM stereo system and speakers 

 12 VDC and 110 VAC florescent lighting 

 Roof vent 

 Wall mounted fire extinguisher, first aid kit, and 
emergency eye wash station 

 Manuals and paperwork storage area, and paper 
towel rack 

 Coffee maker, toaster oven and 2.5 gal fresh 
water container 

 Control panel for shore power and genset 
operation, all interior and exterior lighting 
controls, 3 different heating system controls, 
compressor and air dryer controls. 

 

                   

 

 

Shop work bench 

Rolling cart stores under work bench 

Bright shop area with 12 VDC & 110 VAC lighting 

Main control panel and breaker box Transfer switch & 12VDC cross-over switch 
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Pump Room 

 2 Hose hangers in wire mesh lockers, each with 
4 x 110 VAC plugs, 1 x 220 VAC outlet and 
airline outlet for extension air hose to remote 
pump outside of trailer or for detachable air 
regulator and oiler to run air tools.  Rear door of 
each locker opens for easier access. 

 Rear mesh door can be secured well equipment 
in the trailer is operating. 

 D rail drum set retainers with two straps each 
on both sides of the trailer (at wheel wells for 
trailer balance) for each machine, with 4 x 110 
VAC plugs for drum heaters, power mixer, ect. 

 Port and starboard docking stations for both 
Super-Maxi machines c/w air line and 220 
single phase plugs at each station.  Machines 
are easily removable from trailer. 

 Machine room bulkhead tie in points for 3
rd

 
drum set onboard or for other equipment 
(ventilation fans, ladders, etc.) Plugs are 
located nearby for drum heaters or other 
equipment. 

 2 x Roof vents 

 12 VDC and 110 VAC lighting 

 Fire extinguisher 

 Smoke detector and carbon monoxide detector 

 Paper towel rack 
 

 
 
          220VAC Heats                                      Heat exchange water heaters 

  Heaters, CO2 & Smoke Detector                       Gear storage                                      Walk through to shop area 

 
 
This 110 VAC florescent and 12VDC incandescent lighting provide a well lit work area that is easy to 
move around in, and nothing is very far out of reach.  The 220 VAC heaters and heat exchange water 
heaters keep the area warm, and the two roof vents back here help keep it cool in the summer months. 

Power & air outlet stations for each machine 
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Green switch = Air Dryer power c/w hr. meter, each green 
light above signifies which side if the air dryer is active at 
that time. 
 
Yellow = Power for Auto Purge timer, dewater tank. 
 
Red = Compressor power c/w hr. meter, red light above 
switch illuminates when compressor motor running. 
 
Top gauge indicates current pressure from compressor. 
Outside left and right indicate pressure in air dryer tanks. 
Center gauge indicates crossover pressures. 
Lower gauge indicates line pressure to trailer manifolds and 

machines. 

Machine Room 

 Twin deep cycle house batteries 

 Single generator starting battery 

 Charge isolator (so drawdown of 
house batteries does not affect 
genset starting ability) 

 Battery transfer switch with crossover 
and lockout 

 Switchable interior lights (3) are 12 
VDC to see for servicing equipment 
in the machine room 

 40 CFM compressor (208 VAC, 3 Ø, 
10HP) with piloted unloader valve, 
overpressure shut down and mag 
switch, provides lots of 120+ PSI air. 

 60 CFM air dryer  - machine status 
gauge pressures are remoted to 
operating panel 

 14ò diameter x 36ò air tank with 
automatic timer drain 

 Isuzu 40 Kw diesel genset with auto 
shutdown for low oil pressure or high 
temperature detection, and has over-
speed emergency shutdown for 
working in the oil and gas fields 

 Insulated for sound suppression 

 Service hatches front and rear for 
access to genset, compressor, air 
dryers, heaters, etc. 

 Powered twin louvers 

 
 
Piloted 
unloader 
valve keeps 
compressor 
as constant 
run 
providing 
constant 120 
PSI shop air 
 
 
 
 
 
 
 
 
3 x 12VDC 
lights in 
Machine 
room 

 
 
    

       60 CFM Air Dryer (access from front panel) 
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Shore power connection & louvers        Easy access to Machine Room through front & rear bulkhead panels 
 

Isuzu genset (from front panel)         Oil level dip stick (rear lower panel)   40 CFM compressor (front panel) 

  
 
 
Left - Genset 
breaker and 
auto-purge 
timer viewed 
from upper rear 
access panel. 
 
 

Right ï Genset 
battery access 

from lower rear 
access panel. 
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Isuzu 40 Kw diesel genset - Panel Controls 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

The Isuzu 4BG1 diesel genset, 40 Kw, is equipped with auto shutdown for low oil pressure or high 
radiator temperature detection.  It also has an over-speed emergency shutdown ï required for 
working in the oil and gas fields. 

 
 
 
 

Throttle 

Control 
Key Start Glow plug 

indicator 

Tachometer 

Louver 

controls and 

indicator 

lights 

Hour Meter 

Start Button 

Fuel Prime 

button 
Fuel level gauge 

Radiator Temp. 

Gauge 

Oil Pressure 

gauge 

Gauge 

Genset 12 VDC 

Volt gauge 

Genset 12VDC 

Amp gauge 



SSSUUURRRFFF---TTTEEECCC   TTTrrraaaiiillleeerrr   &&&   EEEqqquuuiiipppmmmeeennnttt   
 

Page 10 of 25 

 

Heat 

 2 x 220 VAC heaters (one in rear pump room, other in front shop area). 

 3 x hot water heat exchange heaters (from genset radiator) ï 2 in rear pump room, 1 in front shop 
area), each is separately controlled and have off/low/med/high switches. 

 Wabasco block heater for genset (on / off / automatic) runs off diesel tank and house batteries. 

 Wabasco forced air heater (thermostat controlled to heat trailer interior) runs off diesel tank and 
house batteries. 

 There is a 110VAC block heater for the compressor and a 110 VAC block heater for the genset 
(for when the trailer has shore power connection during overnight storage) 

 

                         Wabasco forced air heater                             House batteries & Wabasco block heater on genset 

 
     Pump Room hot water (from genset) heat exchange heaters                    Shop heat exchange heater 

                 Pump Room 220 VAC electric heaters 

 
 
 
 
 
 
 
 
 

Shop 220 VAC electric heater 

 


